Property Repair Systems

BORACOL 10RH
Preservative
With Natural Surface Fire Suppression

BORACOL 10RH is a fungicidal and insecticidal treatment, H.S.E. No: 4911. 
It eradicates mould, insect and fungi in timber and masonry. It provides permanent protection as the active ingredient does not break down. This material has natural surface Fire Suppressing qualities.
DESCRIPTION

Boracol 10RH is a ready to use 10% D.O.T. (w/w) preservative solution of boric acid equivalent.  This solution can be used as a surface treatment on timber for insect, mold, slime and fungal attack prevention at 4 square metres per litre, or as a surface/void treatment to eradicate Dry Rot at 5 square metres per litre, in timber or masonry. It is also a natural surface spread of flame fire suppressing material.
TECHNICAL DATA

Active Substance

Disodium octaborate tetrahydrate

(Na2B8O13 4H2O)

Other Components

Monoethylene glycol

Corrosion

No action

Aggressivity to other materials
No known aggressivity

Adhesive application
Wood impregnated with Boracol 10RH can be glued when dry

Fire Suppression
Natural surface spread of flame resistance

BORACOL 10RH

  

     HELP 01626 331351
Special features

· Supplied ready to use

· Kills molds

· Odourless

· Non Flammable

· Very low acute toxicity

· Zero organic solvents

· Fire Suppressing

USES - Do Not Dilute

As a timber treatment by brush, or spray, to eradicate and prevent Dry rot, at a rate of 5 square metres per litre.

As a timber surface treatment by brush or spray to eradicate and prevent attack by insects & as a surface fungal inhibitor, at 4 square metres per litre.

As a decking treatment by brush or spray, to kill mold, remove slime and inhibit against insect and rot attack, plus suppress surface spread of flame, applied at a rate of 4 square metres per litre.

PREPARATION

Remove all grease by hot wash and clean all surfaces by brush or vacuum to remove dust and debris. Remove ALL coatings.
Test that the product will penetrate by placing single drops of water onto test areas – if readily absorbed treatment may proceed. If not, further cleaning is required.
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